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SPECIFIED)

VARIES

PIPE DIA. + {2'-0" MAX.

(AT TOP DF PIPLE_)\_’_\}

=z Ll
= 8
© 7
B MIN f\ 6"MIN | o
[Fu]
i =
g
& | — THOROUGHLY COMPACTED
. WITH RAM OR
3 PNEUMATIC TAMPER
M
E =i
0« o
~
| e
SHEETING
AS REQUIRED

TYPICAL SEWER TRENCH DETAIL
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VERIFY IN FIELD
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CLEAN OUT TO BE EAST JORDAN IRON WORKS CATALOG NO.
OMA157000005 LABELED CLEANOUT OR APPROVED EQUAL ALL
CASTINGS SHALL BE NORTH AMERICAN MADE AND BE SHOWN TO BE
AN EQUAL OF THE FORMER LEBARON MODEL NQ. LOSC3 NO LIGHT
WEIGHT NON-STANDARD CASTINGS WILL BE ALLOWED

OF COVER

SEWER CLEANQUT RING & COVER
EJ OMA157000001

NOT TO SCALE
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REDUCTION AND
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8" COMPQST SOCK DETAIL

OR EQUAL

GATE BOX W/ COVER
FINISH_GRADE

6" SDR 35 PVC RISER

45" BELL X
SPIGOT ELBOW

6" SCH 40

)_FLOW

TYPICAL CLEANOUT FOR 67 SEWER

NOT TO SCALE

NOT TO SCALE

40 20°

LEAVE CLEAN OUT UNDER DRIVEWAY
6" BELOW FINISHED GRADE

PROPOSED 12" CLASS V RCP DRAIN

EXIST 6" STUB

EXIST 8” SEWER —~

35" X 6”7 PVC SCH 40 S=0.084

PROPOSED
CLEAN OUT (TYP)

BASE ELEV = 160.00

TOF=172.73

4" X 4" SCH 40 PVC
5=0.020

| | 1=168.70

CONSTRUCTION NOTES

PROFILE
= 20" HOR
= 2" VERT

1) ALL UNDERGROUND UTILITIES MAY NQOT BE SHOWN ON THIS PLAN AND THE LOCATION OF THE UNDERGROUND UTILITIES SHOWN MAY VARY FROM THEIR
FIELD LOCATION. THE CONTRACTOR SHALL VERIFY THE EXISTENCE AND LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO THE CONSTRUCTION. THE
CONTRACTOR SHALL NOTIFY DIG SAFE AT LEAST 72 HOURS PRIOR TO THE START OF THE CONSTRUCTION.

2) ALL CONSTRUCTION SHALL CONFORM TO THE STANDARDS AND SPECIFICATIONS OF THE TOWN OF WALPOLE PUBLIC WORKS DEPARTMENT.

3) THE CONTRACTOR MUST NOTIFY THE WALPOLE ENGINEERING DIVISION 3 DAYS PRIOR TO CONSTRUCTION TO SCHEDULE INSPECTIONS FOR THE UTILITY

SERVICES.

NOTE:
PRIOR TO ANY DE-WATERING, THE CONTRACTOR SHALL RECEIVE APPROVAL FROM

THE WALPOLE CONSERVATION COMMISSION AGENT FOR THE METHODS,
PROCEDURES AND MATERIALS NEEDED TO DE-WATER ANY EXCAVATION.

GLOSSA
CIVIL
No. 32338
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OWNER /APPLICANT
GEORGE P. JR. & MARGARET
RANSOM

31 PLIMPTON STREET
WALPOLE, MA 02081

ASSESSOR'S PARCEL
MAP 27 LOT 3

# 31 PLIMPTON STREET
SEWER CONNECTION
PLAN OF LAND
IN
WALPOLE, MA
SCALE: 17=20 OCTOBER 18, 2021
GLOSSA ENGINEERING, INC.
46 EAST STREET
EAST WALPOLE, MA
008-668-4401




